
IP CAM
ERA M

O
DELS  

IPCC-720W
, IPCC-7205W

, IPCC-7210W
 

Q
uick-Start G

uide
W

hat’s included in the box 
•

IP Cam
era

•
Ethernet cable

•
Pow

er supply
•

CD
 w

ith IP Cam
era softw

are
•

Q
uick Start G

uide

W
hat you need

N
etw

ork
•

A W
i-Fi w

ireless netw
ork 

•
A broadband Internet connection (DSL, cable, or LAN

)
•

Your w
ireless netw

ork nam
e and passw

ord (if you use one)
Hardw

are
•

A W
indow

s com
puter connected to your netw

ork 
•

An iPhone or iPad (optional)
•

An Android sm
artphone or tablet (optional)

Softw
are and accounts

•
A w

eb brow
ser, such as Internet Explorer, Firefox, Safari,                        

or G
oogle Chrom

e (if using a W
indow

s com
puter)

•
An Apple ID to dow

nload the P2PIPC app for iPhone or iPad

G
etting Started

1.
Connect one end of the Ethernet cable supplied w

ith the IP Cam
era to 

your netw
ork router (or m

odem
).

2.
Connect the other end of the Ethernet cable to the IP Cam

era's 
Ethernet port.

3.
Plug the pow

er supply's D
C cable into the IP Cam

era's                           
D

C socket and plug the other end of the pow
er supply                           

into a pow
er outlet. The cam

era w
ill pow

er on.

•
W

arranty card
•

M
ounting bracket *

•
M

ounting screw
* IPCC-720W

 and IPCC-7205W
 only

View
ing your cam

era using a W
indow

s PC
1.

Insert the CD provided w
ith the IP Cam

era into your                   
com

puter CD drive. O
pen the CD and  install the follow

ing softw
are:

o
ActiveX: Click “oPlayer”—

“N
ext”—

“Install”—
“Finish”.  (This is 

just a plugin.)
o

Search Tool: O
pen the CD

 and double click 

2.
The search tool w

ill run autom
atically. (N

o need to install). You can 
copy this softw

are to your desktop for future use.) 
O

n the LAN
, each cam

era has its ow
n unique  IP address,                  

fixed or dynam
ic and port. The search tool is used to find its current  IP 

address and port, and to m
odify your default settings to m

atch the 
N

etw
ork and G

atew
ay settings of the LAN

 you are going to connect to.

3.
D

ouble click the cam
era IP address in the search tool or click “open” 

button. The default brow
ser w

ill run autom
atically, asking for 

usernam
e and passw

ord. The default usernam
e is adm

in. There is no 
default passw

ord (leave the passw
ord field em

pty). 

4.
Input the correct usernam

e and passw
ord and the login screen w

ill 
appear.

5.
D

epending on the Brow
ser you are using, you should select and click 

on the respective icon:
o

If you use IE brow
ser, please choose the first sign-in               

m
ode (ActiveX M

ode) to login. 
o

If you use other brow
sers, such as Firefox, Safari or              

G
oogle Chrom

e, you should choose the second sign-in m
ode 

(Server Push M
ode). These brow

sers D
O

 N
O

T require the 
installation and use of a Plugin.



View
ing your cam

era using an Android device

1.
Copy the app P2PIPC from

 the CD included w
ith the cam

era to the 
Android device. 

2.
Install the app on the Android device. * 
* O

n your Android Application Settings m
enu, check “U

nknow
n Sources”, so you can 

install an APK File from
 other locations, than the Android M

arket. If a w
arning m

essage 
w

ill display, please click O
K to continue.

3.
O

nce the P2PIPC app is installed, tap the app's icon to run the app.

4.
In the P2PIPC app, tap the Add Cam

era button. You w
ill see the Add 

Cam
era screen.

5.
Tap the Scan Q

RCode button.

6.
Your cam

era's Q
R code is located on the bottom

 of its base. H
old your 

cam
era upside dow

n and aim
 your iPhone/iPad cam

era at the Q
R 

code. O
nce the app detects the Q

R code, the Add Cam
era screen w

ill 
re-appear and present the IP Cam

era's ID
 num

ber.

7.
Tap the D

one button in the upper right. Your cam
era w

ill appear on the 
screen. 

8.
To view

 the cam
era, tap the cam

era nam
e. To view

 the cam
era's 

settings, tap the arrow
 to the right of the cam

era's nam
e.

For m
ore inform

ation about the P2PIPC app, see the P2PIPC for 
iPhone/Android U

ser G
uide, w

hich you can find on the CD
 provided w

ith the 
cam

era.

View
ing your cam

era using an iPhone or iPad

1.
O

n your iPhone or iPad, dow
nload the p2pipc app from

 the Apple App 
Store. 

2.
O

nce the p2pipc app is dow
nloaded, tap the app's icon to run the app.

3.
In the p2pipc app, tap the Add Cam

era button. You w
ill see the Add 

Cam
era screen.

4.
Tap the Scan Q

RCode button.

5.
Your cam

era's Q
R code is located on the bottom

 of its base. Hold your 
cam

era upside dow
n and aim

 your iPhone/iPad cam
era at the Q

R code. 
O

nce the app detects the Q
R code, the Add Cam

era screen w
ill re-

appear and present the IP Cam
era's ID num

ber.

6.
Tap the Done button in the upper right. Your cam

era w
ill appear on the 

screen. 

7.
To view

 the cam
era, tap the cam

era nam
e. To view

 the cam
era's 

settings, tap the arrow
 to the right of the cam

era's nam
e.

For m
ore inform

ation about the P2PIPC app, see the P2PIPC for iPhone/Android 
U

ser Guide, w
hich you can find on the CD provided w

ith the cam
era.


